Specifications

Nippon Pulse

Your Partner in Motion Control

Tin-Can Steppers

PF35T
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Dimensions of Geared Model

Specifications PF35T-48
T f Windin nipolar Bipolar
ype of Winding Unipola pola PF35(T) w/M Gear Head
Excitation Mode* Full step (2-2) el - L 2 22
|
B o 6|
Step Angle 7.5 £5% o ‘M
S| L
Steps Per Revolution* 48 = N
o -8
Winding C D R Q a
Rated Voltage v 12 5 12 5 m
Resistance Q 70 12 72 16
PF35 19.8
Inductance mH 30 6.5 60 6.2 UL1007. AWG28
3 PF35T | 14.2
Holding Torque mN-m 18 18 27 27
Rotor Inertia kg-m? 2.7x107 Gear Ratio 15 16 1710 1712 1715 1718  1/25  1/30
Starting Pulse Rate* pps 600 Ordinary Torque 100mN-m 200mN-m
Slewing Pulse Rate* pps 610 Destruction Torque 300mN-m 600mN-m
Operating Temp. Range °’C -10to +50 Gear Ratio 1740 1/50 1/60 1/75 1/90 1/100 1/120
Temperature Rise* K 70 Ordinary Torque 300mN-m
Weight g 77 Destruction Torque 900mN-m
GearRatio 1/5 1/6 1/10 1/18 1/30 1/40 1/50 1/60 1/75 1/90 1/100 1/120 1/125 1/150 1/180  1/200  1/300
L 195 [ 195 [ 195 [ 195 | 195 | 217 | 217 | 217 | 217 | 217 | 217 | 217 | 238 | 238 238 238 238
Gear Ratio 1125 1/150 1/180 1/200 1/250 1/300
Torque Curve (pull-out torque)* Ordinary Torque 600mN-m
Bipolar Constant Voltage (48R1) Bipolar Constant Current (48Q1) Destruction Torque 1800mN-m
50 7.1 Available with H or M gearhead. See page 12 for H gearhead drawing.
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Coil Resistance: 720 Coil Resistance: 16Q Supply Voltage: 24V
Unipolar Constant Voltage (48C1) Unipolar Constant Current (48D1)
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Magnet type: AfisqtioRie Fax: 877-378-0249

Coil Resistance: 700

Coil Resistance: 120 Supply Voltage: 24V
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